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EQUIPMENT:

« PIONEER CDJ-2000NXS2 OR NEWER CDJ'S.

* PIONEER DJM-900NXS2 OR NEWER MIXER

+ 2 HIGH POWERED MONITOR SPEAKERS POINTING TOWARD DJ AT EAR LEVEL.

« 1 WIRELESS OR CORDED MICROPHONE CONNECTED TO PIONEER MIXER.

« ALL OF THE ABOVE EQUIPMENT MUST BE PROPERLY CONNECTED AND FULLY FUNCTIONAL AND BE OF GOOD QUALITY (NO BROKEN BUTTONS/FADERS)

PREFERRED SETUP:

+ CDJ'S SHOULD BE NO FURTHER THAN 4 INCHES AWAY ROM THE EDGES OF THE DJ MIXER AND BE AT THE SAME HEIGHT AS THE MIXER.
+CDJ'S SHOULD HAVE LEFT DECK GOING TO “CHANNEL 2" AND RIGHT DECK GOING TO “CHANNEL 3”.

+ CDJ'S SHOULD BE LINKED VIA ETHERNET CABLE.

« DEDICATED DOUBLE MONITORS LOCATED ON OPPOSITE SIDES OF DJ AT “EAR LEVEL".

* LAPTOP STAND CAN BE CENTRALLY LOCATED BEHIND DJ MIXER OR TO THE IMMEDIATE LEFT OR RIGHT OF SETUP.

+ POWER BAR OR SOCKETS NEXT TO SETUP FOR LAPTOP POWER PLUG.

* WIRELESS OR HARD MIC SHOULD BE ABLE TO BE CONTROLLED BY MIXER.

HOSPITALITY:

6 COLD WATERS/ 4 SUGAR FREE, TROPICAL OR WATERMELON REDBULLS
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